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HOBBY AND CUTTING KNIVES

Slide Locking Utility Knife
•	 For cutting and scoring fiberboard, wallboard, 	
	 matboard, cardboard, corkingboard, roofing, linoleum, 
	 carpet, plasterboard, veneers and other materials.
•	 Opens instantly to any one of three cutting positions.
• 	Blade retracts into handle for safety.
• 	Has three replaceable heavy-duty alloy steel blades 	
	 in handle.

6-T855

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

	 6-T855	 Heavy-duty Slide Locking Utility Knife	 1

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

“The Quad™” 14-Piece Saw/
Driver Set
• 	A 4-in-1 cutting and driving system: 
	 1) 	Jab Saw with straight handle and special 		
		  Sheetrock reciprocal blade. 
	 2) 	Keyhole Saw in the pistol grip handle position. 		
	 3) 	Power Driver in the pistol grip position. 		
	 4)	 Speed Driver, screw or nut driver with straight 	
		  handle.
•	 The keyless Quick-Change locking chuck accepts	
	 both Quick-Change bits and industry standard 		
	 reciprocating saw blades.
• 14 piece set includes: 3 Reciprocating saw blades, 	
	 drywall, Metal/PVC, wood, 4” magnetic speed 
	 lock bit holder, 7 most popular insert bits; 
	 1/4” hex to square drive insert bit adaptor for 		
	 using 1/4” sockets; (bits not included); 2 
	 position quick change locking handle and 		
	 convenient holster with belt-clip.
• 	Swivel locking chuck holds all reciprocating 
	 blades and speed shank power bits.
• 	Comfortable handle easily locks in the straight or 	
	 pistol grip position.

	 6-T86014	 14-Piece Saw/Driver Set	 1

6-T86014

THERMOMETERS/PROBES

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

30:1 High Performance 
Ultra Wide-Range Infrared 
Thermometer
High precision and high performance unit, can 
be used in most industrial applications, including 
furnaces and heat exchangers.
• Switchable ON/OFF Laser sighting
• ºF/ºC Switchable
• High/Low Audible Alarm
• Backlit LCD Display
• Min/Max/Avg
• Auto Measuring
• Extended, long time measuring reliability
• 10 point memory
• Temperature data storage
• Low Battery indication
• Ultra-low power consumption in shutdown mode
• Electronic trigger lock
• Ergonomic design
• Distance to spot ratio: 30:1
• Range: -25.6º to 1400ºF (-32º to 760ºC)
• Emissivity: Adjustable 0.1 to 1.0
• Accuracy (@ ambient temperature of 77ºF/25ºC): 	
	 ±5ºF (±3ºC) within -25.6º to -4ºF (-32º to -20ºC) 		
	 ±3ºF (±2ºC) within -4º to 212ºF (-20º to 100ºC) 
	 ±2% within 212º to 1400ºF (100º to 760ºC)
• Thermopile: 8 ~ 14 m
• Repeatability: ±2ºF (±1ºC)
• Resolution: 0.1ºF (0.1ºC)
• Response Time: 500 ms.
• 	Operating Temperature: 32º to 122ºF (0º to 50ºC), 	
	 10 to 90%RH
• 	Auto Power Off: Automatic after approx. 6 seconds
• 	Battery Life: 16 hours
• Dimensions: 7.8” x 6.5” x 2” (200x166x51mm)
• Weight: 10.6 oz. (300 g) Approx.
Includes: 1 “9V” battery; instruction manual; carrying case.

	 6-IRT670	 30:1 High-Performance Ultra Wide-Range	 1	
		  Infrared Thermometer

6-IRT670

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

12:1 S/B Refrigeration, A/C 
and Food Service Infrared 
Thermometer
Ideal for subcooling applications, particularly food 
service, refrigeration and air conditioning.
• Switchable ON/OFF Laser sighting
• oF/oC Switchable
• Backlit LCD Display
• Auto Measuring
• Extended, long time measuring reliability
• Temperature data storage
• Low Battery indication
• Ultra-low power consumption in shutdown mode
• Electronic trigger lock
• Ergonomic design
• Distance to spot ratio: 12:1
• Range: -58º to 600ºF (-50º to 316ºC)
• Emissivity: Fixed at 0.97
• Accuracy (@ ambient temperature of 77ºF/25ºC): 	
	 ±5ºF (±3ºC) within -58º to -22ºF (-50º to -30ºC) 
	 ±3ºF (±2ºC) within -22º to 212ºF (-30º to 100ºC) 
	 ±2% within 212º to 600ºF (100º to 316ºC)
• Thermopile: 8 ~ 14 m
• Repeatability: ±2ºF (±1ºC)
• Resolution: 0.1ºF (0.1ºC)
• Response Time: 500 ms.
• Operating Temperature: 32º to 122ºF (0º to 50ºC), 	
	 10 to 90%RH
• Auto Power Off: Automatic after approx. 6 seconds
• Battery Life: 16 hours
• Dimensions: 6.69” x 5.23” x 1.77” (170x133x45mm)
• Weight: 5.8 oz. (163 g) Approx.
Includes: 1 “9V” battery; Instruction manual; carrying case.

	 6-IRT656	 12:1 S/B Refrigeration, A/C, and Food Service	 1	
		  Infrared Thermometer

6-IRT656



	 	 800.995.2222	 	 800.995.2222 	 	 www.diversitech.com

T

O

O

L

S

167

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

HVAC/R Digital Stem 
Thermometer
• On/Off switch
• ºF/ºC switch
• Data hold switch
• Pocket clip
• Velcro strip for pipes
• Magnetic back for grilles and registers
• Range: -40º to 302ºF (-40º to 150ºC)
• Resolution: ±0.1º
• Accuracy: ±1.8ºF (1ºC)
• Sampling Rate: 1 second
Includes: 1 “LR44” battery.

	 6-YHDT303KVM	 HVAC/R Digital Stem Thermometer	 1

6-YHDT303KVM

THERMOMETERS/PROBES cont’d

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Pocket HVAC General Purpose 
Infrared Thermometer
Convenient and accurate measurement in most 
HVAC/R application and industrial jobs.
• Easy to use
• Auto power off
• Lock function
• Min/Max readings
• Fits in your pocket
• Distance to spot ratio: 6:1
• Range: -67º to 482ºF (-55º to 250ºC)
• Emissivity: Fixed at 0.95
• Accuracy: ±0.6º ºF/ºC
• Response time: 1 second
Includes: 1 “9V” battery; neck strap.

	 6-IRT203	 Pocket HVAC Infrared Thermometer (Blister packed)	 1

6-IRT203

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Pocket HVAC General Purpose 
Infrared Thermometer
For use in labs, industrial control and audits and 
measuring differential temperature T1/T2.
• Dual probe input
• Accepts K-type thermocouple probes
• T1/T2 temperature differential
• Data hold
• Max hold
• ºF/ºC switch
• Auto power off
• CE approved
• Range: -58º to 2000ºF (-50º to 1093ºC)
• Accuracy: ±1.8ºF from -22º to 302ºF (±4ºF at all 		
	 other ranges); ±1ºC from -30º to 150ºC (±2ºC at 		
	 all other ranges)
• Probe length: 5” with 3 ft. cord
Includes: 1 “LR44” battery; molded hard case; 2 “K” 
type beaded tip probes.

	 6-DT8803	 Digital Thermometer with 2 K-Type Probes and Case	 1

6-DT8803

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

General Purpose K-Type Probe 
with Cord
• Range: -58º to 482ºF (-50º to 250ºC)
• Probe length: 3.75”
• Cord length: 4’

	 6-TPK02	 General Purpose K-Type Probe with Cord	 1

6-TPK02

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Piercing K-Type Probe with Cord
• Range: -40º to 1562ºF (-40º to 850ºC)
• Probe length: 8”
• Cord length: 4’

	 6-TPK05	 Piercing K-Type Probe with Cord	 1

6-TPK05

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Deluxe Digital Stem 
Thermometer
• Auto power off
• ºF/ºC switch
• Data hold switch
• Pocket clip
• Range: -40º to 302ºF (-40º to 150ºC)
• Resolution: ±0.
 Accuracy: ±1.8ºF (1ºC)
Includes: 1 “LR44” battery

	 6-THDT303K	 Deluxe Digital Stem Thermometer	 1

6-THDT303K
CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

General Purpose Beaded Tip 
Probe
• TPK500: -50º to 500ºF (-45º to 260ºC)
• Wire length: 3.125’

	 6-TPK500	 General Purpose Beaded Tip Probe	 1

6-TPK500
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THERMOMETERS/PROBES cont’d

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Horizontal Refrigerator/Freezer 
Analog Thermometer
• Horizontal reading
• Hanging or free standing
• Easy to read display
• ºF and ºC scales
• Range: -40º to 80ºF (-40º to 27ºC)
• Dimensions: 1.25” x 4.75” x 0.75”

	 6-FT80H	 Horizontal Refrigerator/Freezer Analog Thermometer	 1

6-FT80H

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Refrigerator/Freezer Analog 
Thermometer
• Stainless steel
• Hanging or free standing
• Easy-to-read round dial
• ºF only
• Temperature Indicators
• Range: -20º to 80ºF (-29º to 27ºC)
• Dial diameter: 2.5”

	 6-FT80R	 Refrigerator/Freezer Analog Thermometer	 1

6-FT80R

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Analog Pocket Thermometer 
with Magnifying Lens
• Range 6-320: -40º to 160ºF
• Range 6-321: -0º to 220ºF
• Rugged stainless steel probe
Includes: Protective sheath with pocket clip.

	 6-320	 Analog Pocket Thermometer: Range -40º to 160ºF	 1

	 6-321	 Analog Pocket Thermometer: Range -0º to 220ºF	 1

6-321

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Jumbo Display Indoor/Outdoor 
Thermometer
For measuring and monitoring both indoor and 
outdoor temperature.
• Measures with water resistant outdoor probe
• Monitors outdoor temp. -58º to 158ºF
• Monitors indoor temp. 32º to 122ºF
• Large jumbo LCD display
• Recall of Min/Max
• 12 foot cable with probe
• Wall mount or stand for desktop display
• 12/24 hour clock
• Range: -58º to 158ºF (-50º to 70ºC)
• Unit size: 4 x .75 x 4.5
Includes: 1 “AAA” battery; mounting accessories.

	 6-DT898P	 Jumbo Display Indoor/Outdoor Thermometer	 1

6-DT898P

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Economy Temperature and 
Humidity Pen
Hand-held convenience for accurate measurement 
of temperature and humidity.
• 	Simultaneous display of relative humidity and 		
	 temperature
• 	ºF/ºC switch
• 	Pocket size for quick & reliable measurements at 		
	 any location
• 	Min/Max memory (temp & humidity)
• 	“Clear” function erases stored readings to record 		
	 new values
• 	Humidity range: 20 to 90% RH
• 	Range: 14º to 122ºF (-10º to 50ºC)
• 	Humidity accuracy: ±5%
• 	Temp. accuracy: ±1.8ºF (±1ºC)
• 	Resolution: ±0.1º; 1% RH
• 	Dimensions: 5.9” x 0.8” x 0.6”
Includes: 1 “LR44” battery; protective cover with clip.

	 6-LAM122	 Economy Temperature and Humidity Pen	 1

6-LAM122

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Calibratable Digital Psychro- 
meter with Remote Probe
For HVAC use: diagnostic, installation, maintenance.
• 	Jumbo display
• 	Rotating head to protect sensor
• 	Remote temperature probe
• 	Field calibratable
• 	Auto power off
• 	Min/Max
• 	T1/T2
• 	Displays: Temperature, Humidity, Dew point, 		
	 Wet bulb
• 	Range: -4º to 122ºF (-20º to 50ºC)
• 	Humidity: 0 to 100%
• 	Dew point: -90.4º to 122ºF (-68º to 50ºC)
• 	Wet bulb: -69º to 122ºF (-56º to 50ºC)
• 	Temp. accuracy: ±10ºF (±0.6ºC)
• 	Resolution: 0.1º; 0.1% RH
• 	Response time: 60 sec.
Includes: 2 “AAA” batteries; 1 probe.

	 6-EM8716	 Calibratable Digital Psychrometer with Remote Probe	 1

6-EM8716

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Digital Temperature and 
Humidity Pen
Ideal for HVAC, laboratories, hospitals, computer rooms, 
greenhouses, printing, film processing, and more.
• Simultaneous displays temperature and humidity
• Data hold freezes measured values
• ºF/ºC switch
• Auto power off after 20 minutes
• Min/Max memory
• Fits in your shirt pocket
• Range: 14º to 122ºF (-10º to 50ºC)
• Humidity range: 20 to 90% RH
• Temp. accuracy: ±1.8ºF (±1ºC)
• Humidity accuracy: ±5%
• Resolution: ±0.1º, 1% RH
• Dimensions: 5.9” x 0.8” x 0.6”
Includes: 1 “CR2032” battery; pocket clip on back.

	 6-PTH8708	 Digital Temperature and Humidity Pen	 1

6-PTH8708
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CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Digital Jumbo Display Service 
Thermometer
For use in labs, industrial control and food service 
applications.
•	Displays ambient temperature and remote 		
	 temperature via probe
• Temperature alarm function with high & low limits
•	Audible & visual alarm set points
• Probe is immersible in water
• Clock displays hours & minutes
• Sensor wire compartment
• Range: -58º to 302ºF (-50º to 150ºC)
• Resolution: 0.1º
• Accuracy: ±1.8ºF (±1ºC)
• Response time: 1 second
• Probe length: 5.125”
Includes: 1 “AAA” battery; wrist strap.

	 6-PT300M	 Digital Jumbo Display Service Thermometer	 1

6-PT300M

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Refrigerator/Oven 
Thermometer
• Stainless steel
• Hanging or free standing
• Easy-to-read round dial
• ºF/ºC
• Temperature Indicators
• Range: 150º to 600ºF (50º to 300ºC)
• Dial diameter: 2.5”

	 6-OT550	 Refrigerator/Oven Thermometer	 1

6-OT550

THERMOMETERS/PROBES cont’d

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Standard Digital Panel Meter 
with External Sensor
Ideal for refrigeration applications.
• ºF/ºC switch
• High/low alarm
• Jumbo digital display
• 10 ft. cord with stainless steel sensor
• Range: -58º to 302ºF (-50º to 150ºC)
• Probe size: 1.875”
• Resolution: 0.1º
• Digit height: 0.75”
• Display size: 1.85” x 0.85”
• Unit size: 2.4” x 1.4” x 0.5”
Includes: 1 “LR44” battery.

	 6-DPM300PP	 Standard Digital Panel Meter with External Sensor	 1

6-DPM300PP

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Sling Psychrometer
• High impact plastic construction
• Fast, accurate and easy to use
• No assembly required
• Classic twirling design
• Available in ºF or ºC
• Range: 20º to 120ºF 
• Type: Red spirit
• Dimensions: 8.25” x 1.25” x 0.625”
Includes: Two thermometers; one wick.

	 6-SP100FR	 Sling Psychrometer – Red Spirit	 1

6-SP100FR

DATA LOGGERS

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Temperature Humidity Data 
Logger with On/Off Switch
For professional use in monitoring and recording 
temperature and humidity.
• 	Records relative humidity and temperature
• 	Logs data for days, weeks or months
• 	Multiple data loggers can be programmed and 		
	 data downloaded from a single docking station
• 	Programmable sampling rate from 1 sec. to 2 hrs.
• 	View either temperature or humidity on LCD
•	 Program the data logger, analyze and store data using 	
	 software model INT8819 (not included)
• 	Yellow record LED flashes when unit is sampling
• 	Scheduled, magnetic or immediate start capability
• 	Real time clock stores date and time with data
• 	Programmable high and low limits with alarm
• 	Range: -40º to 185ºF (-40º to 85ºC)
• 	Humidity Range: 0 to 100%RH
• 	Accuracy: ± 1ºF from -4º to 122ºF, (-20º to 50ºC) 	
	 ± 2ºF at all other ranges; ±5% RH
• 	Resolution: 0.1º, 0.1% RH
• 	Memory: Temp: up to 8,000; RH: 8,000 points
• 	Dimensions: 3.14” x 2.16” x 0.86”
• 	Weight: 2.6 oz. (76g)
Includes: Lithium battery.

	 6-DL8835	 Temperature Humidity Data Logger with On/Off Switch	 1

6-DL8835

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

USB Interface Kit
For downloading readings to your PC. Includes: Data 
logger base, USB1.1 cable, software, operation manual.

	 6-INT8819	 USB Interface Kit	 1

6-INT8819
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CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Pocket pH Meter
Ideal for cooling towers.
• Digital display
• Pocket sized
• Automatic temperature compensation
• Lightweight
• Electrode extends to 3.15”
• pH range: 0.0 to 14.0 pH
• Size: 6.2” x 1.5” x 1.3”
• Weight: 4 oz.
Includes: 1 “9V” battery; hard carrying case; calibration 
solution; calibration screwdriver.

	 6-PH501	 Pocket pH Meter	 1

6-PH501

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

High Performance Refrigerant 
Leak Detector with Pump
HVAC, Industrial, Automotive, small leaks.
•	 Microprocessor Control with advanced digital 		
	 signal processing
• 	Multi color visual display
• 	High-median-Low leak sensitivity selector
• 	Low battery indication
• 	Semiconductor gas sensor
• 	Detection of R-134a, R-404A, R-410A, R-407C, R22 	
	 Freon gas, etc.	
• 	Sensitivity (H/M/L): R-22, 134a 3g/year 15g/year 30g/		
	 year, R-404A, 407C, 410A 4g/year 20g/year 40g/year
• 	15.5” (40cm) flexible stainless probe
• 	Reference Leak source included
• 	Ambient concentration reset
• 	Long-life, DC brushless fan
• 	Automatic zero and background compensation
• 	Alarm Method: Buzzer, Tricolor LED bar Indicator
• 	Snake Tube length: 40cm (15.5”)
•	 Dimension / Weight: 6.8”H x 2.6”W x 2.2”D 		
	 (173x66x56mm) approximately 14.1 oz (400g)
• 	Battery Life: Approx. 7 hours normal use
• 	Auto power OFF: 10 minutes
• 	Disable Auto Power Off: Press and Hold “Hi” 		
	 button then power on the meter
•	 Warm-Up Time: Approximately 45 seconds
•	 Altitude: < 2000M (6500’)
• Operating Temperature and Humidity: 32º to 104ºF 	
	 (0º to 40ºC), < 80% RH
•	 Storage Temperature and Humidity: 14º to 140ºF 		
	 (-10º to 60ºC), < 70% RH
Includes: 4 “AA” Alkaline batteries; leak check 
bottle; molded hard case.

	 6-RLD382P	 High Performance Refrigerant Leak Detector with Pump	 1

6-RLD382P

METERS, DETECTORS, ALARMS

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Water Alarm
Find Leaks from Plumbing, Appliances, Water Heaters 
etc.
• Detects water leaks from plumbing and appliances
• Alarm sounds when water is detected
• Helps reduce water damage
• Finds mold causing moisture
• Low battery indicator
• Size 4.3” x 4.3” x 1”Includes: 1 “9V” battery.

	 6-WA500	 Water Alarm	 1

6-WA500

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Digital LED Moisture Meter
Ideal to use in woodworking, building construction and 
agriculture. Meter is also used in the restoration business 
to check if there is moisture in carpets and sub-flooring.
• 	LCD display
• 	Wide measuring range
• 	Check wood, drywall and concrete before painting, 		
	 sealing or treating
• 	Locate and identify water leaks in roofs, floors and walls
• 	Great for homeowners, contractors and inspectors
• 	Display will directly show the moisture content in “% 	
	 moisture Content”
• 	Built-in low battery indicator
• 	Display: 3 digit, 10mmLCD
• 	Range: 8-30%
• 	Resolution: 0.1%
• 	Accuracy: ±2%
• 	Sampling Rate: 1s
• 	Operating Environment: 32º to 122ºF (0º to 50ºC), 		
	 RH<90%
• 	Size: 5.7” x 2.4” x 1.2” (145x60x30mm)
• 	Weight: 4.4oz (125g)
Includes: 1 “9V” battery; protective cover.

	 6-MMD4E	 Moisture Meter	 1

6-MMD4E

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Natural Gas Detector Pen
Ideal for HVAC, household etc.
• 	Audible and visible annunciation
• 	LEDS: green, on; yellow, 500 ppm; red 200ppm
• 	Detects lng, lpg, ch4, methane, butane, flammable gas
• 	Catalytic combustion sensor
• 	Precalibrated
• 	Compact and lightweight
• 	Sensitivity: lpg 2000 ppm, lng 4000 ppm
Includes: 2 “AA” batteries; wrist strap.

	 6-PNG2000A	 Natural Gas Detector Pen	 1

6-PNG2000A

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

HVACR Refrigerant Leak Detector
Industrial and Automotive uses.
• Detects ALL halogenated refrigerants
• Sensitivity adjustment dial
• High sensitivity
• Equipped with quality sensor
• Flexibility up to 3 gr/yr
• Microcomputer processor control
Includes: 2 “C” batteries.

	 6-RLD202	 HVACR Refrigerant Leak Detector	 1

6-RLD202
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METERS, DETECTORS, ALARMS cont’d

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Analog Multimeter
Makes economical electrical readings.
• Fuse and diode protected
• Single knob function and range selector switch
• 18 ranges
• Self-storing leads
• AC/DC Volts
• DC current
• AC voltage: 0/50/250/500 Volts
• DC voltage: 0/10/50/250/500 Volts
• DC current: 0/25mA/250mA
• Resistance: 0 - 100º
• Dimensions: 4” x 2-1/2” x 3/4”
Includes: 1 “AAA” battery.

	 6-AM35UL	 Analog Multimeter	 1

6-AM35UL

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Mini AC AMP Clamp Meter
HVAC, Industrial uses.
• Data hold
• Auto ranging
• Easy-to-use
• Continuity beeper
• Low battery indicator
• Auto power off
• Jumbo LCD display
• AC voltage: to 600V
• AC current: to 600A
• Resistance: to 200V
• Sampling rate: 2 times/second
• Jaw opening: 1”
• Dimensions: 7.4” x 2” x 1.3”
• Weight: 7.4 oz.
Includes: 2 “AAA” batteries; all weather test leads; 
soft carrying case.

	 6-DAMP221	 Mini AC AMP Clamp Meter	 1

6-DAMP221

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Digital Multimeter with Bright 
Screen Display
Autoranging, Easy-to-Use, Easy-to-See. 
• 	10 Functions – 37 Ranges
• 	Manual and Autoranging
• 	High Impact Thermoplastic Case
• 	Simple Operation
• 	Safety Recessed Test Lead Connections
• 	Overload Protection on all Ranges
• 	Audible Continuity
• 	10A AC/DC Range
• 	Data Hold
• 	Auto Power Off
• 	Backlit LCD Display
• 	Ranges and Accuracy 
	 AC Voltage: 0-200mV/2/20/200/600 Vac, ±1% 		
	 DC Voltage: 0-200mV/2/20/200/600 Vdc, ±0.5% 		
	 AC Current: 0-2mA/20m/200mA/10Aac, ±1.5% 
	 DC Current: 0-2mA/20m/200mA/10Adc, ±1.2%
• 	Resistance: 0-200/2k/20k/200k/2M/20Mø, ±1%
• 	Capacitance: 0-20n/200nF/2u/20u/100uF, ±3%
• 	Frequency: 1-20/200/2k/20k/200k/2MHz, ±0.2%
• 	Duty Cycle: 0.1 to 99.9%, ±1%
Includes: Test leads; 1 “9V” battery.

	 6-DMM45	 Digital Multimeter with Bright Screen Display	 1

6-DMM45

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Digital UL Listed Multimeter
Economical Electrical Readings.
• 7 Functions – 20 Ranges
• High Impact Thermoplastic Case
• Simple Operation
• Small Pocket Size
• Safety Recessed Test Lead Connections
• Ranges and Accuracy
• AC Voltage: 0-200/600 Vac, ±2.5%
• DC Voltage: 0-200mV/2/20/200/600 Vdc, ±2%
• DCCurrent: 0-2000uA/20m/200mA/10Adc, ±1%
• Resistance: 0-200/2k/20k/200k/2M/20Mø, ±1.5%
Includes: Battery Test; Diode Test; Continuity Buzzer.

	 6-DMM20UL	 Digital UL Listed Multimeter	 1

6-DMM20UL

FIBER OPTIC SCOPE

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

• Cable will reach deep into walls, drains, vents, 		
	 engine blocks, etc.
• 	Powerful halogen lamp illuminates dark locations 	
	 for clear viewing
•	 Flexible cable bends in every direction to allow 		
	 precise viewing
• 	Pressure activated light switch is conveniently 		
	 located but can not be accidentally left “on”
•	 Integrated focus ring for smooth, continuous focusing
• 	Ergonomically designed, non-slip handle fits 		
	 comfortably in one hand

	 6-FOS18	 Fiber Optic Scope – 18” (457.2mm)	 1

6-FOS18
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CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Low Voltage Screwdriver Tester
Tests for continuity, polarity, breaks in lines.
• LED light & buzzer indication
• AC contact & non-contact
• DC volts
• Checks fuses
• Continuity and polarity checks
• Microwave leakage test
• AC voltage: 6 to 30 VAC
• DC voltage / polarity check: 1.5 to 30 VDC
• Continuity test: 0 to 80Mº
Includes: 1 “LR44” battery.

	 6-CT500AV	 Low Voltage Screwdriver Tester	 1

6-CT500AV

TESTERS

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Three Wire Tester with GFI –
UL Listed
Ideal for Home Inspection.
• 	Works on 110 to 125V AC circuits
• 	Tests GFCI receptacle for proper operation
• 	Gives instant display of wiring condition
• 	Detects faulty wiring in three wire receptacles
• 	Combinations of three lights indicate if wiring is correct
• 	Combinations of three lights indicate six possible 		
	 faulty conditions.

	 6-GF1302	 Three Wire Tester with GFI – UL Listed	 1

6-GF1302

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Line Voltage Tester
Ideal for Outlet wiring.
• Easy-to-use
• Protective leads
• Handy pocket clip
• AC & DC voltage: 80 to 500V
• Amps: 0.3
• Wire gauge: 18 gauge
• Weight: 0.10 lb.

	 6-CT101	 Line Voltage Tester	 1

6-CT101

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Test Cord (Female)
• Red and black heavy duty boots
• Large clips
• 3 wire
• Get power in remote areas without 110V outlet
• Volts: 3 to 20V
• Amps: 125
• Wire gauge: 16 gauge
• Length: 24”
• Weight: 0.36 lb.

	 6-CT700F	 Test Cord (Female)	 1

6-CT700F

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Audible/Visual Non-Contact 
Voltage Tester – UL Listed
Ideal for voltage breaks in lines.
• 	Non-Contact Voltage Detection
• 	Indicates presence of voltage from 50-600VAC
• 	Reads Hot Wire with Respect to Ground
• 	Audible and Visual Indication
• 	Easy-to-use
• 	Voltage Range: 50-600VAC
• 	Frequency Range: 50-500 Hz
• 	Operating Environment: 32º to 122ºF (0º to 51ºC) 		
	 at <95% RH
• 	Storage Temp.: -4 to 140ºF (-20 to 60ºC) at <95% RH
• 	Dimensions: 6.0” x .9” x .8” (152x23x20mm)
• 	Weight: 1.6 oz. (50g)

	 6-VS3000A	 Audible/Visual Non-Contact Voltage Tester –UL Listed	 1

6-VS3000A

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Bright Red LED Screwdriver Tester
Checks for Continuity, Voltage.
• Self-test
• Continuity and polarity checks
• Microwave leakage test
• Checks fuses
• Drop-resistant to 10 feet
• AC voltage: 70 to 250V
• Non-contact AC: 70 to 600V
• Continuity test: 0 to 50Mº
Includes: 1 “LR44” battery

	 6-ST600LED	 Bright Red LED Screwdriver Tester	 1

6-ST600LED

	 TG-05	 Leak Test Gauge – 3/4” FPT., 5 psi	 1

	 TG-30-12	 Leak Test Gauge – 1/2” FPT. Conn., 30 psi	 1

	 TG-30	 Leak Test Gauge – 3/4 FPT. Conn., 30 psi	 1

	 TG-30-1	 Leak Test Gauge – 1” FPT. Conn., 30 psi	 1

Leak Test Gauge

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

TG-30

6-CT500AV

	 6-CT500AV	 Deluxe Audible/Visual Circuit Tester	 1

•	� Contact and Non Contact Audible and Visual 
Indication

•	 Detects Hot Side
•	 70 to 250 VAC
•	 Detects Break in Line
•	 Checks Fuses
•	� Detects the Presence of AC Voltage “Non Contact” 

Through Wires, Dry Wall & Wood
•	 3 Position Sensitivity
•	 Batteries Included

Audible/Visual Circuit Tester

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	
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HVAC AIRFLOW INSTRUMENTS

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Digital Vane Anemometer with 
Real Time Data Logging
HVAC Environment, Exhausts, Blowers.
• 	High Capacity 16,000 Data Logger no.
• 	Real Time Data Logger - records Year, Month, Date, 		
	 Hour, Minute & Second
• 	Measures Air Velocity, Airflow, Temperature and 
	 Type “K” and “J” Temperature
• 	Heavy Duty Metal Vane
• 	Jumbo LCD Display
• 	Min/Max
• 	Data Hold
• 	S232 computer interface
• 	.5 to 30.0 m/s CMM, CFM
• Size: 203 x 76 x 38 mm
Includes: 4 “AA” batteries; molded hard case and probe.

	 6-DAF2005MDL	 Digital Vane Anemometer with Real Time Data Logging	 1

6-DAF2005MDL

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Digital Air Flow Meter with CFM 
and BTU Display
Measures Temperature, Dew Point, Relative Humidity, 
Wet Bulb, Air Velocity, Air Volume, Capacity.
• 	Displays BTU, CFM, temperature, humidity, dew 		
	 point, FPM, MPH, KPH, knots and MPS
• 	Min/Max function with memory recall
• 	Auto power off
• 	Range: -4o to 158oF (-20o to 70oC)
• 	Air flow range: to 6900 FPM (0.3 to 35 m/s)
• 	Humidity range: ±5%
• 	Air velocity accuracy: ±5%
• 	Temperature accuracy: ±1oF (±0.6oC)
• 	Humidity accuracy: ±3% (10-90%)
• 	Resolution: 0.1 to 1 m/sec, 0.1o, 0.1%RH
• 	Display size: 1.25” x 1.625”
• 	Dimensions: 7” x 2.5” x 1.75”
Includes: 4 “AAA” batteries; molded hard case.

	 6-WDCFM8951	 Digital Air Flow Meter with CFM and BTU Display	 1

6-WDCFM8951

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Digital One-Piece Air Flow 
Meter with CFM Display
HVAC Environment, Exhausts, Blowers.
• Displays: CFM, FPM, MPH, KPH, MPS, temp and knots
• Single hand airflow measurement
• Handy recessed service grip
• Single and multi-point average
• RS-232 output
• Min/Max
• Data hold
• ºF/ºC switch
• Range: 14º to 122ºF (-10º to 50ºC)
• Air flow range: 80 to 5900 FPM (0.4 to 30 m/s)
• Accuracy: ±3% full scale, ±2ºF (±1ºC)
• Resolution: 1 ft/min (0.01 m/sec), 0.1º
• Display size: 1.25” x 1.625”
• Dimensions: 7” x 2.5” x 1.75”
Includes: 1 “9V” battery; molded hard case.

	 6-DCFM8906	 Digital One-Piece Air Flow Meter with CFM Display	 1

6-DCFM8906

6-ST600LED

	 6-ST600LED	 Red LED Screwdriver Continuity Tester	 1

•	 A Screwdriver/Tester You Can See!
•	 Self Test
•	 AC Voltage Test 70 to 250BAC
•	 Continuity Test
•	 Polarity Check
•	 Checks Fuses
•	 Bright Red LED
•	� When the tip is in direct contact with the live (HOT) 

part of the AC Voltage, the red LED lights up.

LED Screwdriver Continuity 
Tester

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

TESTERS cont’d
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MANOMETERS, PRESSURE

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Deluxe Digital Manometer
HVAC, Industrial Gas Pressure.
• 	Digital display gauge or differential pressure
• 	Select: psi, inH2O, bar, mmHg, ozin2, kgcm2, kPa, 		
	 ftH2O, inHg, cmH2O and mbar
• 	Bright backlight
• 	Data hold and record
• 	Min/Max button
• 	Simple fittings for hose connection
• 	RS232 Output
• 	6-DM8215: 0-15 psi (to 415 inH2O); Res. (bar) 0.01
Includes: 1 “9V” battery; connection hose; molded hard case.

	 6-DM8215	 Deluxe Digital Manometer	 1

6-DM8215

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Gas Pressure Test Kit
Rugged, Heavy Duty Field Use.
• 	Measure Natural gas (methane) or LP gas pressure 	
	 across appliance manifolds.
•	Test gas stoves, furnaces, dryers and other gas 		
	 appliances. Can also be used for other non- 
	 corrosive gases.
• Large 2” sensitive diaphragm gauge is calibrated 		
	 in inches of water column, also shows ounces 		
	 per square inch
• 	Magnified lens
• 	Easier to use than a manometer
• Range: 0 to 35 inches of water column (in. H2O) 
	 0 to 20 ounces per square inch (oz./in2)
Includes: 2” sensitive diaphragm gauge; 3’ of rubber 
tubing; brass fitting for quick connection to the 
appliance manifold 3/8” NPT; molded hard case.

	 6-GPK035	 Gas Pressure Test Kit	 1

6-GPK035

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Hydrogauge Manometer
Economical Pressure measurements.
• 	Replaces ordinary U-tube manometers
• 	Measures gas pressure easily and efficiently
• 	Direct reading, no plus or minus readings to add 	
	 together as in old fashioned U-tubes
• 	Fills like a glass of water, no more air bubbles
• 	Strong magnet for mounting
• 	Heavy-duty construction
• 	Made of industrial grade, flexible PVC plastic
• 	Lightweight; Easy to use
• 	6-HG15 water column height: 15”
• 	Plastic: 30” to 36” of industrial grade flexible plastic
• 	Hose fitting: All brass
Includes: Mounting magnet.

	 6-HG15	 Hydrogauge Manometer	 1

6-HG15

REFRACTOMETERS

CATALOG NO.	 DESCRIPTION	 STANDARD PACK	

Glycol and Break Fluid.
• Ethylene and Propylene Glycol
• -60 to 32ºF, 1.15 to 1.3 S/G
• 6.2”L x 1.8”D
• Weight: 7 oz.
• Resolution (%): 10ºF, 0.01 S/G

	 6-REF401	 Refractometer	 1

6-REF401


